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 Edson Tiller Arm 926al 10 610 mkii








	

	
	
	
		


	








Note:
	This is the new High Definition version of the Manual viewer with 4x the number of pixels per page.
Some manual pages may be blank. There will be an End of File notice after the last page.
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PDF to Text. InDesign CS3  PDF Library 80Autopilot Tiller Arms for JBoatsAluminum Drag Links10224 254 mmAutopilot Tiller Arm15224 381mm Autopilot Tiller Arm  ALUMINUM TILLER ARM ORDERING GUIDE   Tiller Arm        Max   Weight   Length  Pilot Bore  Max Bore  Keyway  Each ORDER     inches  mm  inches  cm inches  cm inches  cm lbs  kg 926AL10610MKII 10  254 0  0 3  83   13 42  19 926AL1014MKII 10  254 3  83 5  127   16 56  25 926AL15610 15  381 0  0 3  83   13 6  27926AL1514 15  381 3  83 5  127   16 76  34926AL1557 15  381 5  125 7  175   1 13  59  CHART  TO DETERMINE AUTOPILOT ATTACHMENT POINT ON TILLER ARM   Distance from CL Rudderpost   Distance from CL Rudderpost   to CL Autopilot Attachment   to CL Autopilot Attachment Ram 70037 of 80037 of 90037 of Ram 70037 of 80037 of 90037 of travel rudder travel rudder travel rudder travel travel rudder travel rudder travel rudder travel 7224 178 cm6224 154 cm5224 138 cm5224 127 cm12224 305 cm10224 267 cm9224 238 cm8224 216 cm 8224 203 cm7224 178 cm6224 159 cm5224 143 cm13224 330 cm11224 292 cm10224 257 cm9224 249 cm 9224 229 cm7224 200 cm7224 178 cm6224 162 cm14224 356 cm12224 308 cm10224 276 cm10224 254 cm 10224 254 cm8224 222 cm7224 198 cm7224 181 cm15224 381 cm13224 332 cm11224 297 cm10224 254 cm  11224 27 9 cm9224 244 cm8224 219 cm7224 200 cm16224 406 cm14224 356 cm12224 318 cm11224 286 cmdesigned to clamp onto the fiberglass rudderpost directly above the Radial Drive Wheel   For Autopilot Tiller Arm for J37 J40 J42 J44 J46 J105 J120  J130  Order  Tiller Arm for J160  Order 836ALJ160 Edson Drag Links are the perfect solution for twin helm and twin rudder configurations  adjustment and locking nuts provide a secure custom fitAluminum Drag Link  Order 617CDI Specify length eyeto eye  see price pageJBoat Autopilot Tiller Arm 836ALJ12  CHART TO DETERMINE AUTOPILOT ATTACHMENT POINT ON TILLER ARMWhen Ordering Specifyinstead of a keyinformation please request Engineering Bulletin EB97Attachment point will ultimately be determined by the torque output of your autopilot versus your boat222s rudder loads    Refer to your autopilot manufacturers installation instructions for mounting distance of the autopilot drive arm along the tiller arm  Your autopilot must not be used as the rudderpost stopPilot Bore of 2230224  solid casting  no prebored holeTiller Arms are available for all JBoats  Use 926AL if your boat is not listed Contact Edson for more information if yours is not shownAluminum Tiller     c5  w 4    yMgCzsk1XnSKe  










NOTICE: Some pages have affiliate links to Amazon. As an Amazon Associate, I earn from qualifying purchases.
Please read website Cookie, Privacy, and Disclamers by clicking HERE.
 To contact me click HERE. For my YouTube page click HERE








