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 Harken 144 Standard Cam Base Swivel Installation Sheet
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	This is the new High Definition version of the Manual viewer with 4x the number of pixels per page.
Some manual pages may be blank. There will be an End of File notice after the last page.
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PDF to Text. SHEETTel 1 262262Web harkencom  Email  swivel arm has a small amount of movement between arm and base Control movement by tightening four mounting screws until swivel begins to bind Then back screws off Leave enough tension to slow arm rotation slightlyPart Screw Screw Spacing Use Base with 57 mm 75 mm Carbo Ratchet and  Strictly follow all instructions to avoid an accident damage to your vessel personal injury or death  To achieve maximum working load of cam swivel base mount using screws listed below INSTALLATION SHEETTel 1 262262Web harkencom  Email  swivel arm has a small amount of movement between arm and base Control movement by tightening four mounting screws until swivel begins to bind Then back screws off Leave enough tension to slow arm rotation slightlyPart Screw Screw Spacing Use Base with 57 mm 75 mm Carbo Ratchet and  Strictly follow all instructions to avoid an accident damage to your vessel personal injury or death  To achieve maximum working load of cam swivel base mount using screws listed below INSTALLATION SHEETTel 1 262262Web harkencom  Email  swivel arm has a small amount of movement between arm and base Control movement by tightening four mounting screws until swivel begins to bind Then back screws off Leave enough tension to slow arm rotation slightlyPart Screw Screw Spacing Use Base with 57 mm 75 mm Carbo Ratchet and  Strictly follow all instructions to avoid an accident damage to your vessel personal injury or death  To achieve maximum working load of cam swivel base mount using screws listed below INSTALLATION SHEETTel 1 262262Web harkencom  Email  swivel arm has a small amount of movement between arm and base Control movement by tightening four mounting screws until swivel begins to bind Then back screws off Leave enough tension to slow arm rotation slightlyPart Screw Screw Spacing Use Base with 57 mm 75 mm Carbo Ratchet and  Strictly follow all instructions to avoid an accident damage to your vessel personal injury or death  To achieve maximum working load of cam swivel base mount using screws listed below  equipment requires minimal maintenance but some is required to give the best service and to comply with Harkens limited warrantyIt is important to keep equipment clean by frequently flushing with fresh water In corrosive atmospheres stainless parts may show discoloration around holes rivets With the exception of winches do not use grease unless specifically recommended in IMPORTANT Exposure to some teak cleaners and other caustic solutions can result in discoloration of part and is not covered under the Harken warrantyFor additional safety maintenance and warranty information see  in USAHarken equipment requires minimal maintenance but some is required to give the best service and to comply with Harkens limited warrantyIt is important to keep equipment clean by frequently flushing with fresh water In corrosive atmospheres stainless parts may show discoloration around holes rivets With the exception of winches do not use grease unless specifically recommended in IMPORTANT Exposure to some teak cleaners and other caustic solutions can result in discoloration of part and is not covered under the Harken warrantyFor additional safety maintenance and warranty information see  in USAHarken equipment requires minimal maintenance but some is required to give the best service and to comply with Harkens limited warrantyIt is important to keep equipment clean by frequently flushing with fresh water In corrosive atmospheres stainless parts may show discoloration around holes rivets With the exception of winches do not use grease unless specifically recommended in IMPORTANT Exposure to some teak cleaners and other caustic solutions can result in discoloration of part and is not covered under the Harken warrantyFor additional safety maintenance and warranty information see  in USAHarken equipment requires minimal maintenance but some is required to give the best service and to comply with Harkens limited warrantyIt is important to keep equipment clean by frequently flushing with fresh water In corrosive atmospheres stainless parts may show discoloration around holes rivets With the exception of winches do not use grease unless specifically recommended in IMPORTANT Exposure to some teak cleaners and other caustic solutions can result in discoloration of part and is not covered under the Harken warrantyFor additional safety maintenance and warranty information see  in USA
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Please read website Cookie, Privacy, and Disclamers by clicking HERE.
 To contact me click HERE. For my YouTube page click HERE








