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	 Eye  Splice  For  Class 1, 6  Strand  Ropes









	

	
	
	
		


	








Note:
	This is the new High Definition version of the Manual viewer with 4x the number of pixels per page.
Some manual pages may be blank. There will be an End of File notice after the last page.
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PDF to Text. Thornton StreetFerndale WA USA  SPLICE 6STRAND CLASS  THE ROPESTEPTape the rope 36 crowns from the endSTEPTape the core at six to eight  inch intervals and lay it STEP length of 36 crowns plus length of eye L   The Monotype Corporation plc Data  The Monotype Corporation plcType Solutions Inc 19901992 All Rights  RegularVersion 260  for SwisscccL  Thornton StreetFerndale WA USA  the left topmost strand under the rope Pull the strand up snuglySTEPPull the strand up snuglyinto the direction of the layout of the wayPull the strand up snuglyEYE SPLICE 6STRAND CLASS ISTEPMAKING THE SPLICE2090 Thornton StreetFerndale WA USA  the core completely through the splice at three to four inch intervals throughout the SECURING THE  THE SPLICE11Cut off the exposed strands at an 1111EYE SPLICE 6STRAND CLASS ISTEP










NOTICE: Some pages have affiliate links to Amazon. As an Amazon Associate, I earn from qualifying purchases.
Please read website Cookie, Privacy, and Disclamers by clicking HERE.
 To contact me click HERE. For my YouTube page click HERE








