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 Jabsco Parmax Shower Pump 31610 0092
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	This is the new High Definition version of the Manual viewer with 4x the number of pixels per page.
Some manual pages may be blank. There will be an End of File notice after the last page.
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PDF to Text. Motor 320 Permanent Magnet245 Shipping Weight 320 5 lb 21   DRAINGENERAL PURPOSE321  DRAINGPSHOWER  liquids To do so canDIMENSIONAL DRAWINGS 321 INCHES  3 320 35 GPM 132 LPMFEATURES245 SmoothFlow245 Powerful Motor with Thermal Overload Protection245 Waterproof Coating 31605Series245 Meets USCG Regulation 183410 and EN ISO  Protection   and grey water Inlet and outlet ports fit 34   q5l  B JUbgwnt 3xyydU8A vhOh           8I     8JT7517    W98d8d88d8hL     HD8o88   X SL LLS           Snapin Ports Waterproof Coating 31605Series Meets USCG Regulation 183410 and EN ISO  Protection   and grey water Inlet and outlet ports fit 34 19430000744  102302  1028 AM  Page 1DIMENSIONAL DRAWINGS  INCHES  7DUaN0 1OaowuhUC6    m   Shipping Weight  5 lb 21     vv mqImC igjn  5UzRt5Pn MjJlpgHO iJmC MqINv PQQQvQL    gLLm  D8C  CDqDBhpDD3m   Illustrator RCMac OS 9mi9uIyA KXCi2fxk   OS 9qwOwOPSkkz kviy pVpZ0pVt UxPxlQ0r  VHl l ll  yzkLmL9Lm048 DH0L4P8Tefd70X XMacintosh HDApplications Mac OS 96l9 l9 w3w3syo u 6l6l80 7p2P vEpv qImC  igjPn Pt5 z 5  VQN0FkXEN0 F huqSb0bL dD  GG i G i PGG  5u8VB1eozR   M zR   S32 yrjjDrSS2 S2  VdcX2 XG0882 8GdrVV r2 2  2dYrkPo0OdA A ookPOdA A oolHOdA A oomOdA A      vw U   cL3oaX P cLmZ2wzhC cL3oa    oL nOE2c ykslLni1       vZw               fOt38    mV3T8TjFMHA       q VI I I VqM000 M q  stream  BW Arrow  BW Arrow   Protection StandardsNONPE OI EPNINONOjnW2   4XEEZlxQxQq9  4LXtlE9   OPQRX aP aPX X X    h                BBTTddrr    QQddqq  NNbbpp    99MMeexx444444  33KKccww    9999996611  FFvv                      ttkkXXDD  IIXXbb  nnyyjjJJ99           PARMAX pumps are selfpriming and may be located above or below the water supply in a dry location Tomotor on top This will prevent water dripping on motor inITIS RECOMMENDED THATMARINE GRADE REINFORCED HOSE BE USED FOR ALLPLUMBING WITHTHESE MODELS OF PARMAX PUMPS320  Fig 1Connect the pump discharge to a 3way valve or Tif livewell has a shutoff valvePumpguard strainer connect to pump inlet port ConnectInstall hose from shower drain to Pumpgard strainerof the screen  to the pump The switch should have an ampthe pump Turn the pump off when not used for  or when the tank is emptyfor proper size The pump circuit should not include anyother electrical loads The open terminal on the pressureSelect wire size from chart below Use total length of wireAfter installation check the voltage at the pump motorVoltage should be checked when pump is operating FullOPERATION2 Open hose bib andor spray nozzle 31605Series3 Turn on pump4 31605Series Close spray nozzlehose bib whenwater runs free of air Pump is now ready for automatic5 31610Series Pumps do not have a pressure switchand are usually switched manually6 For prolonged operation pump must operate at fullopen flowVersatile Snapin PortsTotal length12 Volt24 Volt14 AWG16 AWG611 m12 AWG14 AWG1117 m10 AWG12 AWGWARNING DISCONNECT POWER TO PUMP AND OPEN VALVE TORELIEVE WATER PRESSURE PRIOR TO SERVICING PUMPSlide Port Clip 8Tank PlumbingLoosen but DONOTremove the four Pump Head Screws andcarefully remove Upper Housing Assembly 1Remove Check Valve 2Check Valve Assembly 2Inspect Check Valve 2Remove Rubber Plugs on housing 4AAllen ScrewBearing Set Screw 4CAllenWrench and slide pump head off motor shaft3A C3BOuter Pistons 3CTighten cam piston screws partially center pistonin diaphragm and tighten screws securely 18 in lbs torqueAlso theAssembly 4B otherCheck Valve 2Properly seat ORing in Check Valve 2alve 2Place UpperHousing 14AMotor Valve KitPumphead  321 PART  321 PART NO Pumphead Assy includes Keys 1 2 and 41 Air leak in suction line3 Tighten boltsPump runs but no fluid1 Faulty suction pipingMotor runs too hot1 Voltage incorrect2 Insufficient ventilation for motorFlow rate is low1 Piping or hose is damaged3 Worn valve Key 24 Voltage incorrect5 Tank over  leaks1 Upper housing loose Key 11 Tighten screws2 Tighten pistons3 Tighten pump head4 Tighten switch4 Thermal protector has cut off Key 74 Allow motor to cool 1430 minTO  X 18CONVERSION TABLEpotable waterFoothill Ranch  EN11 OBUTel44 0Fax44   Yokohama  43 73 0Fax494053 53 73 11THE PRODUCTS DESCRIBED HEREIN ARESUBJECTTO THE JABSCO ONE YEAR  WHICH IS AVAILABLE FOR YOURINSPECTION UPON  2002 ITTIndustries                           Printed in USARev 102002 Pumps Home s stock list  Motor 320 Permanent Magnet245 Shipping Weight 320 5 lb 21   DRAINGENERAL PURPOSE321  DRAINGPSHOWER  liquids To do so canDIMENSIONAL DRAWINGS 321 INCHES  3 320 35 GPM 132 LPMFEATURES245 SmoothFlow245 Powerful Motor with Thermal Overload Protection245 Waterproof Coating 31605Series245 Meets USCG Regulation 183410 and EN ISO  Protection   and grey water Inlet and outlet ports fit 34   Click here for 
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Please read website Cookie, Privacy, and Disclamers by clicking HERE.
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